
ELECTRICOS INTERNACIONAL 
LTDA., continuing w ith our 
policy of innovation and develop, 
is pleased to offer the Unipolar 
Switch from STAVOL, it is 
designed especially for our 
electrical infrastructure and the 
more demanding environmental 
conditions. 
 
The unipolar switch is 
manufactured with components 
that have the best quality to 
guarantee long lifespan and 
provide the best performance as 
possible to our customers under 
different working conditions. 

The Unipolar Switch STAVOL , is 
a single phase switch which is 
operated manually with a pole. 
It is used in commutation of 
distribution lines of 15 and 27 
kV, it has polymeric insulators 
(HTV) which provide greater 
confidence to the system in 
environments with a high grade 
of pollution like the coastal or 
industrial zones. 
 
Due to the considerable 
reduction of weight in the 
insulators, the montage of the 
Switch may be on the double 
crossbar or on the single. 

Unipolar Switch 
15—27—36 kV 

Description Applications 
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Components 

Specifications 
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  Piece Material  

1 Base 
Steel hot galvanized coating (ASTM 

A123) 

2 Insulator Silicone HTV 

3 Cable clamp Bimetallic 

4 Contact bars  Electrolytic copper with coated silver 

5 Hitch assembly (Sheet) Stainless steel 

6 Load booster Stainless steel 

7 Hitch assembly (Trigger) Stainless steel 

8 Grounding ------- 

Rated voltage 
(kV) 

BIL (kV) 
Leakage distance 

(mm) 
Rated current (A) 

Short duration 
current 

Frequency 
(Hz) 

Weight (kg) 

15 110 410 600 15kA per 1s 50-60 5.7 

27 200 845 600 25kA per 1s 50-60 9.5 

36 200 845 600 25kA per 1s 50-60 12.3 



Dimensions 

Montage 

The recommended setup for the 
montage of the Switch in both 
references is shown next. 
 
For this kind of montage is necessary 
to have two crossbars for the 
respective holding plates. 
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 Dimensions (mm) 

Model A B C D 

15kV 300 500 230 300 

27kV 330 520 340 400 

36kV 406 700 340 450 



Cautions 

Have special care in the manipulation and installation of this device. Do not allow 

that inexperienced staff or without a special training install or manipulate this de-

vice. The appropriate elements of security for personal protection must be used. 

In the installation be careful with pedestrians under your working area. Delimit your 

working area and you must not allow that tools, pieces of the device, or even the 

device fall. You must work with precaution. 

For your security, while you are installing, checking or manipulating the protection 

system of medium voltage make sure of use a temporal grounding system for you 

and verify the ground connection of the device. 

Residues disposal 
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Material Final disposal 

Polymer HTV 

It can be disposed in the landfill, or be submitted to a 
trituration process through other companies author-

ized, to be used as a material for fill in some build-
ings. 

 Plastic  
Bakelite  

Glass Fiber 

The glass fiber and the components of the insulator 
must be managed as a dangerous residual by a guar-

anteed company for the environmental authority. 

Copper,Aluminium  
Stainless steel 

The steel, aluminium, copper and other previously 
separated or segregated metals may be commercial-

ized by authorized companies. 


